‘ g%orﬁ'fg Eé%gzéff | K-SPRAY BULLETIN NO:
co.o ?llEC-JE:JC'ISn sl : CEILING ‘I‘EK'IURE. pD:(T;i
I APFROVALS: ~ PRODUCILG PLANT - CANCELS: J 5503
(- N SEATTLE DATE: Test Batch
BULLETI: ) DESCRIFTION ' % POUKDS GLLLSNE
442 Tele Westal 202 700
441 % | Mono 90 Clay ' 100
.220' - " | Limestone = Whiting * i%: © 500
T 446 Titanium Piglpei:t : 75
040 Asbestos 7D-1 - : 100
245 Thickener 10
350 _Monsanto KGR S 40
330 | Polyvinyl Alechol | 0
026 Ammonium Pentaborate ) 3
- 453 Preservative (Dowleil:75) 2.5
( ' 074 _Burnt_Umber _ 0.13 2 oz,
524 ' Styrene Aggregate . C 55 110 cu,
' Wyogel Clay ' ) ‘ 50 .
Clay Hydrite MP 400
Defoamer PD-1 _ ‘ ‘ >4 G’Q‘:
- TCOTAL- 2047.63
A NG INS ICNS:
1, So.;e Procesé Bulletin No, J-4
2, Dry Blené for @ minimum of 12 minutes.
3. Package 32 1bs, minimm per bag.
CUALITY CONTROL:
T™-1B .Viscositl.y, ‘ce per 100 gm.to give 6"
diameter patty _ 185 - 210 cc
TH-34 Bond. ' Equal to Stangard
Q l *}0OTE: l.-iono. 90 clay and H-C Tale are the szme item,

KG2001369
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APPROVALS: CANCELS: J 5503
SEATTLE DATE: Test Batch

as h
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© TM=3

™-13
IM-20

™=22

™=-33

TM=34

PRODUCT SPECIFICATIONS:

Test Procedures as specified in Bulletin T-7,

Viscosity {slump test; patty
diameter of 6")

pH (meter)
Bond

Reflectance (%)

Cracking

Size gradation (500 cc sample)

a, Retained on 16 mesh
b. Passing 16, retained on 5C mesh

Dry loose density (pounds per
cubie foot)

Hardness

185 to 210 cc
8.0 - 9.0

*Equal to
Standard -

T 83.0% Minimum

No cracks or
heavy checking

250 to 350 ce
100 to 200 ce

19 Maximum

*Equal to
Standard

*Nota: K-Spray coded to be used as sianderd for cne year minimum,

KG2001370




